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UserSET 

DisMod: English 

UserSET 

PassWord: XXX 

UserSET 

StallTime: 1X 

UserSET 

DeadZone: X.X% 

UserSET 

SWDIR_Dly: 0ms  

UserSET 

PDChk_Time: 20x  

UserSET 

BrkDelay: 100ms 

UserSET 

DW_Close: X.X% 

UserSET 

PosiOFBrk: 100ms 
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UserSET 

PDAction: 20x  

UserSET 

CapCharge: XXX% 

UserSET 

TestAlarm: ON 

UserSET 

Manu_Spd: XXX% 

UserSET 

RevDis: Normal 

UserSET 

Posi_4mA: XXX% 

UserSET 

Posi20mA: XXX% 

UserSET 

DisPosi: Pos420 

UserSET 

FKChkMod: Pos420 
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UserSET 

B33Posi: XX% 

UserSET 

NoCtr_Act: On 

UserSET 

Ctrl_Mode: Dir 

UserSET 

IsGo_Hyste: Yes 

UserSET 

Hysteres: X.X% 

UserSET 

SpeedMax: XX% 

UserSET 

SpeedMin: XX% 

UserSET 

PosiFOFSpd: XX% 

UserSET 

RangeAdj: XX.X% 
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UserSET 

Channel: 4To20mA 

UserSET 

LPF_FiltCoe: 15 

UserSET 

MVF_FiltCoe: 15 

UserSET 

SampPerod: XXms 

UserSET 

Out_4mA: X.X% 

UserSET 

Out_20mA: XX% 

UserSET 

ExitSET: Push K3 

Re Calibration 

Required 
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UserSET 

BothIN_ON: KEEP 

UserSET 

BothIN_OFF: KEEP 

UserSET 

ExitSET: Push K3 

Manual:   OFF 

Angle:    XX.XX% 

     K2 OFF 

https://www.avactuators.co.uk/index.php?route=product/category/support

